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Alamdar Vapotherm Pipes are produced from Rigid Polyurethane Block foam. The
Pipe sections are curved out in machines.

Any Diameter standard or not standard can be produced with or Without Aluminium
Jacket. These Pipes Insulation Sections are manufactured according to german standards
ASTM, BS, ISO, SASO, .. Others

30- 50 KG / M* (Maximum 60 Kg/M*)
32-35KG /M’ (Optimum and most commonly used).

Does not corrode or even promote corrosion on Steel or Copper piping
- ASTM 1692 Self Extinguishing

- E - 84 ( With Specified Limit )

Used in wide range of Cooling, Chilling, Heating and Plumbing work
‘with Optimum Service Temperature ranging from - 150 °C To 110°C.
BIOLOGICAL DETAILS:

Alamdar Vapotherm Pipes are unaffected by Moulds, Fungus and Vermin. Hi
Resistant to most Oils, Greases, Solvents, Dilue Acids and Alkalines,

‘This Data May be changed improved or modified by ALAMDAR VAPOTHERM, in accordance with the
Client’ requirements, vailability of raw material, without advance notce.
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ALAMDAR-VAPOTHERM CO.. LTD.

PIPES:

In sections of various diameters With or Without Reinforced Aluminium Jackets.

Dimensions Test Method SI Unit SI Unit
Dia= %" to 60"
Normal Density ASTM D 162 32-35 KG/M 40-SOKG/ M’
Compressive Strength | ASTM D 1621 | 16 -20 KPA 22-40KPA
e 160200 KN/M | 70-400 KN/ME
Thermal Conductivity| ASTM C 518
at24°C
Mean test temp.
Q) 6 Il 0.0 wmeC oo waeC
RIS 0.02WMeC 0.2 W C
Tensile Strength ASTM D 1623 150-200KPA 150-200KPA
Closed Cell Content__| ASTM D 2856 92%- 95% 92%- 9%
Test ASTM D 1692 Fame  Speed 5| Flame
Specifed Limit Specifed Limit

ASTM E 34 (With specified limit)

Din 4102
Working Temperature | For prolonged Period | 110°C - PUR 110°C - PUR

For Short Period | 220°C mec
Dot Sy [ ASTM D 2026 | Lombnn 1 inor Lo the 1
at70°C 7 Days Linear Change
Biologieal 20| Namdar board s ...um-a b Mo, Fungus snd Vernin 1
Chenial Resance (i s reistnt o most Ol Greses Soheats, Dt Acds axd
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